
 

 

Building/ Residential  
Construction of 26 housing units and parking spaces on 
Passeig 11 de Setembre in Lleida. Cubic Building 

Client  Work period 

Cimexco  November 2020-May 2022 

Cost  Architect 

€5,914,000   Joaquín Arenas Tornero. Joaquín Mora Mascaró. 

Location  Scope 

Lleida  Construction of a 26-unit residential building, with two 
stairwells, 26 storage rooms and 50 parking spaces. 



 

 

 

 

 

 

 

     

Description of the work 

Construction of a total of 26 housing units, garages 
and storage rooms, divided in two stairwells, one linking 
15 units and the other 11, located on Passeig 11 de 
Setembre in Lleida. 
 
The foundations and earth retaining walls are made up 
of footings and braces supported on anti-vibration 
rubber and reinforced concrete walls. The load-bearing 
structure through reinforced concrete pillars and 
horizontal waffle-grid framework with sunken coffers 
and solid reinforced-concrete slabs.  
 
Façade enclosure consisting of multi-layer cladding, 
external face brick wall, internal insulation using 
rendering with water-repellent mortar and 8 cm-thick 
rock wool panel and free-standing self-supporting wall 
cladding. Above-ground envelope system on façades 
using the ETIS system, on the decorative white cubes of 

the façade and installation of the Flexbrick decorative 
architectural façade on specific areas of the façade.  
 
Roofs composed of PVC sheeting, insulation layer and 
concrete protection layer and paving or gravel 
depending on the walkable area.  
 
Interior divisions made from plasterboard sheets, using 
high acoustic performance concrete sheeting in 
separations between homes and communal areas. 
 
Steps of interior staircase clad in granite stone, and 
porcelain stoneware tiles used on landings and 
entrances. Continuous paving with mass and/or 
stamped concrete in parking areas and building 
accesses. Flooring with large-format porcelain 
stoneware tiles and artificial turf in recreational area 
and swimming pool area. 

 

Key figures of the work   

       
Concrete 

 
B 500 S steel for reinforcement 

 
Dry partitioning 

 
Exposed façade 

 

 2,675 m³ 
 
225,844 kg 
 
9,020 m² 
 
3,165 m² 

 Tiled flooring 
 

Tiling 
 

Drop ceilings 
 

 3,094 m² 
 
1,040 m² 
 
2,581 m² 
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